24" (609.8) Dia.

LIGHT POLE FOUNDATION DEPTH TABLE i 292)

20 FT. 19.144 my TO 35 FT. (10.668 m) MOUNTING HEIGHT
DESIGN DEPTH B OF FOUNDATION
SINGLE ARW POLE THIN ARM POLE

SOFT CLAY H-o i2' -8~
Bu = 0375 TON/SG. FT. 15,35 m 3.85 m I

MEDIUK CLAY 90 =10
Gu = 0I5 TON/SOFY 12,74 m (4,52 ml

STIFF CLAY -8 -1 9
Qu s LBG TON/SQ, FT. 1229 ™ 261 m

LOGSE SAND -6 10r-7
g = 34 12,90 m £5,22 mt

HEDIUM SAND -0 g9

¢ = 325 i2.74 m 2,99 m TOP VIEW NOTES

CENSE SAND B-3" 977
. o ANCHOR ROD
= 12 ¥ 2. 1
8 = 40 251 m 251 = Ao B0 o 1,
14254 Ola, X L524 m

SOIL CONDITIONS

CENTER RACEWAYS
1ty FOUNDATION

RACEWAYS PARALLEL
TO EDGE OF PAVEMENT

ALL DIMENSIONS ARE IN INCHES tMILLIMETERS) UNLESS QTHERWISE SHOWN,

2. THE ANCHOR RODS ANG RACEWAYS SHALL BE PROPERLY SECURED IN PLaCE
BEFORE THE COMCRETE IM PLACED,

Yoo (28 CHANFER 3. tHE FOUNDATION SHALL NOT FROTRUDE MORE THAN & IN, (DO mml ABQVE THE FINISHED GRAGE
WITHIN & 60 IN, (L5 m2 CHORD ACROSS THE FOUMDATION, WITH ANCHOR RODS INCLUDED.
IN ACCORDANCE WITH AASHTO GUIDELINES, IF THE FOUNDATION HEIGHT, INCLUDING ANCHOR
e/ 3 RODS, EXTENDS BEYOMD THESE SPECIFIED LIMITS. THE FOUNDATION SHALL 8E REPLACED AT
THE CONTRACTOR'S EXPENSE. SEE FOUNDATION EXTENSION DETalL.
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4. THE HOLE FOR THE FOUMDATION SHALL BE MADE BY GRILLING WITH AN AUCER, OF THE SAME
CIAMETER AS THE FOUNDATION. IF SOIu CONDITIONS REQUIRE THE USE OF A LINER TO FORM THE
HOLE, THE LINER SHMALL BE WITHMDRAWN AS THE CONCRETE 15 DEPOSITED.

5. THE TOP OF THE FOUNDATION SHALL BE CONSTRUCTED LEVEL. & LINER OR FORM SHALL BE
USED TO PRODUCE A UNIFORM SMORTH SIDE TO THE T0P OF THE FOUNDATION, FOUNDATION TOP
- SHALL BE CHAWFERED ¥a-IN. (20 mm),

EXOTHERWMIC WELD

CONNECTION TO GNG R0G. - 5’\: 6. THE CONCRETE SHALL BE CLASS SI. CONCRETE SHALL CURE ACCORDING TO ARTICLE (020,13

T
: EXOTHERMIC WELD CONNECTION BEFORE LIGHT POLES ARE INSTALLED.
. To REINFORCING STEEL
/ 1. THE ANCHOR ROD SHALL BE A HOOK ROD YYPE. COLU BENDING OF THE ANCHOR ROD WILL HOT

BE ALLOWED, THE RADIUS OF THE HOOK BEND SHALL NOT BE LESS THAN 4 TIMES THE NOMINAL
DIAMETER OF THE ANCHOR ROD. A YACK WELDED ANCHOR ROD MAY BE SUBSTITUTED WiTH THE
APFROVAL OF THE ENGINEER.

|
|

152,43
c%qufggn 34 Blo. X367 RADIUS

88,2 X 9144
PVL RACEWAY (2 WING

*2/0 BARE COPPER 8, THE ANCHOR RODS SHALL BE ACCORDING TO ASTM FIS54 GRADE 725 (GRADE [0S, NUTS GHALL
BE HEXAGON WUTS ACCORDING TO ASTM A 194 ZH (R ASTM A 563 OH, ANG WASHERS SMALL BE

Al 7§ ASTM F 436,
CROUND CLAMP UL LISTED CCORDING TO ASTM F 435

7

- 9. ANCHOR RODS, NUTS AND WASHERS SHALL BE COMPLETELY GALVANIZED BY EITHER THE WOT-DIPPED
/ e B-6 VERTICAL BARS PROCESS CONFORMING WITH AASMTO M 232, THE MECHANICAL PLATING METHOD CONFOAMING TO

o AASHTO i 298, CLASS B0 WiTs A meaxDAum COATING THICKMESS OF 150 46 WILSH OR THE ELECTROLYTIC
*1 SPIRAL PROCESS ACCORDING T0 ASTM F 1136.

1 Bl X 50
£25.4 DI, X 1,524 my

GROUND ROD WHHEN SPECIFIED)
B T, % A" Dlas % Dia. % 107
HASHER.X TA€XO #5875 Gig, X 3048 m} A
WELDED

IO Y i/
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b

THE ANCHOR RODS SHALL BE THREADED A MINIMUM OF & INCHES 1150 mm} WITH A winlnuw OF
3 INCHES (75 mm) OF THREADED ANCHOR ROD EMBECDED IN THE FOUNDATION,
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$i. ANCHOR RODS SHALL PROJECT 2%, 169.9 mm) ABOVE THE YOP OF THE FOUNDATION, IF BREAKAWAY
COUPLINGS ARE SPECIFIED, THE CONTRACTOR SMALL CAREFULLY COORDIMATE THE AMCHOR ROD

5 (12108 PROJECTION WITH THE INSTALLATION REDUIREMENTS OF THE BREARKAWAY COUPLINGS.

ANCHOR BOLY DETAIL

£2. THE CONTRACTOR SHALL USE A ®3 SPIRAL AT 67 (52.4 mm PITCH OR MAY SUBSTITUTE *3 TIES AT
3 LOOPS MIN. AT TOP & BOTTOM 12 (304.8 mmt D.0. WITH THE APPROVAL OF THE ENGINEER,

- 2" 50.B?

346 b gt 13, THE CABLE YRENCHES AND FOUNDATION SHALL BE BACK FILLED AND COMPACTED AS SPECIFIED
1 BEFORE THE LIGHY POLE 15 ERECTED,

24" fia. 609.6)

$4.  THE RACEWAYS SHALL PROJECT [~ (25.4 mm) ABQVE THE YOP OF THE FOUNDATION,

TOP OF ANCHDR 200 FOUNDAT}ON DETAIL

GROUND LINE 247 BIA.

] |

80” (1500

FOUNDATION EXTENSION DETAIL
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